MONUMENT RECORD 
Corner ID: VanBu_Y05 
Section Corner 
Sections 1 & 12- TO8N-RO2W, 2nd P.M. 
Van Buren Township, Monroe County, Indiana 





MONUMENT: Describe monument set or found (Include material type, scribing, distance above/below grade, dimensions.) 
1" iron pin found flush in concrete (standard INDOT section corner monument) 


MONUMENT LOCATION SKETCH: 
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Cut 'X' in west side of concrete pad base of light pole 
Cut 'X' in west side of concrete pad base of light pole 
Cut 'X' in north rim of manhole in Coca Cola yard 


MONUMENT ACCESSORIES 


Other survey grade monuments that were located in the vicinity and their relation to the monument. 


(#10362) | N 1d4'11" W 75.21' 1" iron pin found flush in concrete (standard INDOT section corner monument) on the 
west side of ditch in r/w of 169 


PHOTO IDENTIFIED: Photo Date: 10/15/2019 








Photo Orientation & Description: Looking north at VanBu_YO5 Photo Orientation & Description: Looking west at VanBu_Y05 
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MONUMENT RECORD 
Corner ID: VanBu_Y05 
Section Corner 
Sections 1 & 12- TO8N-RO2W, 2nd P.M. 
Van Buren Township, Monroe County, Indiana 














Photo Orientation & Description: Looking east at VanBu_Y05 Photo Orientation & Description: Looking south at VanBu_YO5 


ORIGINAL OR SUBSEQUENT SURVEY EVIDENCE FOUND: Include, search area or areas, search procedure, etc. 

Date of Field work/Search: 10/15/2019 By: RSO &CAR Monument Found: 1" iron pin BTs or Reference Objects Found: None Project #: 
I69Monumens_ Field Book: 53/77 Equipment: The basis of bearings is Grid North System NAD83(2011)/Indiana West NAVD 88, 
Epoch 2010.0000, geoid12b_conus.db3, US Survey Feet, derived from GPS observations utilizing the Indiana Real-Time Network 
(INCORS). Coordinate data was collected with a Javad Triumph LS Network Rover. Distances to witness ties were collected with a 
Leica Disto laser distance meter. Bearings to witness ties were collected with the internal magnetic compass of the Javad Triumph 
LS and were automatically adjusted to grid north and are approximately shown hereon for reference. Priority should be given to 
provided distances over bearings.. 


OTHER EVIDENCE: Describe corner location relative to nearby features and how to reach the corner location — note fences, roads, timber cutting 
lines, mow lines, clearings, plantings, streams, topo changes, etc. 


Monument found in the r/w of I69 on the west side of the ditch and on the east side of the electric transmission line. The monument 
is 44.3' west of the r/w fence and 9.2' east of the flowline. 


MONUMENT PRESERVATION: Describe work done to preserve existing monument. 
T-Post set 0.6' north of monument with "Protect Nearby Survey Marker" sign attached 3.2' above grade 


THEORY OF LOCATION: Describe the theory of location for acceptance of this monument. Include monument origin and associated uncertainty. 
A 1-1/4” Brass Rod in 6”x6” highway box was previously witnessed and Monument Record prepared under the direction of the 
Monroe County Surveyor, Kevin Enright, on January 24, 1998 and accepted by the Monroe County Surveyor Review Board. The 
1998 Monument Record accepted the 1-1/4” Brass Rod in 6”x6” highway box. A 1-1/8” Steel Road in 6”x6” highway box was 
previously witnessed and the Monument Record updated under the direction of the Monroe County Surveyor, Kevin Enright, on 
January 24, 1998 and accepted by the Monroe County Surveyor Review Board on September 13, 2011. The 1998 Monument 
Record accepted the 1-1/8” Steel Road in 6”x6” highway box. INDOT located and referenced the previously accepted monument in 
2012 as shown on Highway I-69 route survey. The previously accepted monument was destroyed by construction of Interstate 69 
and INDOT replaced the destroyed monument with a standard INDOC section corner monument, a one-inch iron pin and concrete 
as shown on I-69 survey monument plans on file in the Office of the Monroe County Surveyor and on the Internet Archives. 
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MONUMENT RECORD 
Corner ID: VanBu_Y05 
Section Corner 
Sections 1 & 12- TO8N-RO2W, 2nd P.M. 
Van Buren Township, Monroe County, Indiana 
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MONUMENT RECORD 
State of Indiana - County of Monroe 


Section: 01 Township: 8 North Range: 2 West Corner [D: VanBu Y-05 


Monument Description & Remarks: 1}" Steel Rod in 6"x6" highway box set in concrete. Survey 
Sign 4.5ft above ground at pt. E 

References On File: Kevin P. Enright recovery tie drawing, Monument Record VanBu Y-05 (1998), 
on file in Surveyor Office 


RECOVERY TIE DRAWING 
Field Back 29 Page No. 17 
Field Book 43 Page No. 12 


TON-R2W, SECTION 01 
TON-RLW, SECTION 06 
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A - It" Steel Rod 

B -N 04° E 75.24' to 14" 
Steel Rod in highway box 

C - N 55° W 94.72' to 5/8" 
Rebar with cap, "P.L. Cripe" 
D - N 87° W 80.38' to 5/8" 
Rebar with cap, "P.I. Cripe" 
E - S 86° E 24.25' to Survey 
Sign on S.R. 37 Exit sign 


wn noone nen en State Road 37 > 


Op Ren, : 





Not To Scale 
Compass Bearing Magnetic North 
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I, Kevin P. Enright, Monroe County Surveyor, hereby certify that this document was prepared under my 

direction in accordance with the provisions of section 36-2-12-11 Sees Code; and dhiauadapye data 
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MONUMENT RECORD 
State of Indiana - County of Monroe 


Section: 01 Township: 8 North Range: 2 West Corner ID: Van Bu Y-05 


Monument Description & Remarks: Found 114” Brass Rod in 6" x 6" highway box set in concrete. Witness 
ties 5/8" rebars with P.I. Cripe caps (see points B, C, D). 


References on file in the County Surveyor’s Office: 









RECOVERY TIE DRAWING 
Field Book 98-01 Page No. 17 
USGS Bloomington Quad 


® At Comer 


A - 1%” brass rod in highway box 






a ; 
B - North 87 degrees West, 80.38' from brass rod Bloomfield Rd. overpass > 


5/8" rebar with cap 
C - North 55 degrees West, 94.72' from mse fT 
5/8" rebar with cap Not To Scale 
D - North 15 degrees West, 97.65' from brass rod 
5/8" rebar with cap Compass Bearing Magnetic North 
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